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Other FlexClock Models

The FlexClock Z-Series
Provides Ethernet connectivity and available biometrics at an unbeatable 
value.
	 ·	 FlexClock Z18 is a simple and a�ordable time clock using
		  a proximity card reader.
	 ·	 FlexClock Z33 and Z34 are simple and a�ordable time clocks
		  with a built-in �ngerprint reader. (They function the same, 
		  di�ering only in style and appearance).

The FlexClock Vx-Series
Based on quality banking equipment from VeriFone®. All Vx-Series clocks
include a magstripe card reader, receipt printer, and fully support analog
dialup (landline) as an alternate communication method. Options include:
	 ·	 FlexClock Vx510 and Vx570 - Basic model with Ethernet, Dialup, 
		  and a printer. The Vx570 can be wall mounted while the Vx510 is 
		  meant for tabletop use only.
	 ·	 FlexClock Vx510G - O�ers a cellular connection instead of 
		  Ethernet. Requires AC power or vehicle power.
	 ·	 FlexClock Vx610 - O�ers a cellular connection instead of Ethernet, 
		  and is completely portable with a built-in rechargeable battery. 
		  Optional external �ngerprint accessory available for all FlexClock 
		  Vx-Series models.

Additional Questions
If you have any additional questions regarding the installation or use of your
FlexClock, please contact your service provider.


